
Bluetooth Wireless Headset benchmark-BH7X Series
BH76 BH72

Color Light Gray/Black Light Gray/Black

Feature

Wearing Detection √ X

Dual Busylight on Headset √ √

Mic-boom Stretch for Mute/Answer √ √

Ear Cushions Easily Replacable √ √

Audio

Yealink Acoustic Shield √ √

Active Noise Cancellation （ANC） √ X

Microphone Number 5 2

Battery

Talking time up to 35 hours(ANC off) up to 35 hours

Music time up to 40 hours(ANC off) up to 40 hours

Standby time 112 hours 112 hours

Charing Time (cable) 2 hours 2 hours

Charing Time (wireless charging) 3 hours 3 hours

Connectivity

Bluetooth version Bluetooth 5.2 Bluetooth 5.2

Operating range Up to 30m/Up to 100ft Up to 30m/Up to 100ft

Bluetooth pairing lis Up to 8 devices Up to 8 devices

Simultaneous Bluetooth connections 2 2

Management

Yealink USB Connect（PC） √ √

Yealink Connect APP √ √

Yealink Device Management Platform √ √

Product Weight

201g (BH76)

527g (BH76 with Charging Stand)

326g (BHC76)

187g (BH72 Lite)

189g (BH72)

515g (BH76 with Charging Stand)

326g (BHC76)



WH62 Mono/Dual WH63 WH66 Mono/Dual WH67

Headset

Headset Wearing Style Over-the-head Convertible Over-the-head Convertible

Audio

Microphone 2x 2x 2x 2x

Yealink Accustic Shield √ √ √ √

Wideband (Taking Mode)* √ √ √ √

Super Wideband (Music Mode) √ √ √ √

Features

Busylight on Headset √ √ √ √

Mic-boom lift for Mute √ x √ x

Ear Cushions Easily Replaceable √ √ √ √

Range DECT Wireless Range – up to m 160 120 160 120

Battery
Talking Time – up to hours Mono:13/Dual:14 8 Mono:13/Dual:14 8

Standby Time – up to hours Mono:90/Dual:125 54 Mono:90/Dual:125 54

Base

Features

4-inch IPS Touch Screen x x √ √

Built-in USB 3.0 Hub x x 2x 2x

Speakerphone Mode x x √ √

Ringer √ √ √ √

Connectivity
USB Input Connections 2x Micro USB 2x Micro USB 1x USB 3.0 1x USB 3.0

Bluetooth Connections x x 2x 2x

Accessories
Busylight (2.5mm port) Optional Optional Optional Optional

Qi Wireless Charging Stand x x Optional Optional

WH6 DECT Wireless Headset Series

*Available in mid-2021



Model UH34&UH34 Lite Mono / Dual UH36 Mono / UH36 Dual

Supported operating systems Microsoft Windows® , Apple Mac OS Mcrosoft Windows® , Apple Mac OS

Microphone type MEMS  Uni-Directional Microphone MEMS  Uni-Directional Microphone

Wideband(Talk Mode) Yes Yes

Headset Wearing Style On-the-ear On-the-ear

Easy Replacement Ear Cushions Yes Yes

Teams Certificated Yes Yes

Yealink IP Phone Integration Yes Yes

Call control feature

Answer/End a call

Volume up/down

Microphone mute

Redial last outgoing call

Reject incoming call

Answer/End a call

Volume up/down

Microphone mute

Redial last outgoing call

Reject incoming call

Headset cable length 1.2m (from headset to 3.5 mm jack) 1.2m (from headset to 3.5 mm jack)

USB/QD to RJ cable length 0.9m(from call control unit to USB plug) 0.9m(from call control unit to USB plug)

Cable length in total 2.1m 2.1m

Connection 3.5 mm jack ，USB 2.0 3.5 mm jack ，USB 2.0

Weight

UH34 Mono：88g

UH34 Dual：118g

UH34 Lite Mono：84g

UH34 Lite Dual：110g

UH36 Mono：120g

UH36 Dual：155g

UH USB Wired Headset Series



Model YHS34&YHS34 Lite Mono / Dual YHS36 Mono / Dual

Microphone type MEMS  Uni-Directional Microphone MEMS  Uni-Directional Microphone

Wideband(Talk Mode) Yes Yes

Headset Wearing Style On-the-ear On-the-ear

Easy Replacement Ear Cushions Yes Yes

Yealink IP Phone Integration Yes Yes

Headset cable length 1.2m (from headset to QD jack) 1.3m (from headset to QD jack)

USB/QD to RJ cable length 0.9m(QD to RJ cable) 0.10m(QD to RJ cable)

Cable length in total 2.1m 2.1m

Connection QD to RJ QD to RJ 

Weight

YHS34 Mono：72g

YHS34 Dual：106g

YHS34 Mono：68g

YHS34 Dual：98g

YHS36 Mono：124g

YHS36 Dual：170g

YHS USB Wired Headset Series
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